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	Weighfeeder Application Data Sheet

	CUSTOMER:
	
	DATE:
	

	CONTACT:
	
	PHONE:
	

	ADDRESS:
	
	EMAIL: 

	PROJECT:
	
	

	Material Data 

	Product Type:
	     
	Flow Characteristics
	

	Max Particle Size:                mm
	     
	Free Flowing       FORMCHECKBOX 
         
	Dusty               FORMCHECKBOX 
         

	Bulk Density:                    Kg/m3
	     
	Floodable               FORMCHECKBOX 

	Explosive         FORMCHECKBOX 
         

	Product Temperature:       deg. C
	     
	Abrasive              FORMCHECKBOX 
  
	Toxic                FORMCHECKBOX 
         

	Ambient Temperature:      deg. C
	     
	Sticky:                 FORMCHECKBOX 
  
	Corrosive:        FORMCHECKBOX 


	Moisture Content                   %
	     
	Other Characteristic:      

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
               

	Equipment Pre-Feed Data

	Feed From:             
	  Bin:              FORMCHECKBOX 
           Stockpile      FORMCHECKBOX 

	Feeder Capacity   
	             

	Pre Feeder Type:
	  Rotary VV:   FORMCHECKBOX 
          Vibratory      FORMCHECKBOX 

	Bin Opening:
	L X W        

 FORMTEXT 
       mm

	Pre-Feeder:   
	  Fixed:          FORMCHECKBOX 
               Variable   FORMCHECKBOX 

	Feeder Opening
	L X W        

 FORMTEXT 
            mm

	Weighfeeder Requirements

	Capacity (Tph)
	Min
	Avg
	Max
	Feeder Application Data

	
	
	
	
	Feeder Speed Options

	Belt Speed (m/s)
	Min
	Avg
	Max
	Fixed Speed           FORMCHECKBOX 
         
	Variable Speed        FORMCHECKBOX 
        

	
	
	
	
	Speed Control        FORMCHECKBOX 
         
	Ratio Control            FORMCHECKBOX 
         

	Batch Size (t)
	Min 
	Avg
	Max
	Other (specify)           

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

	
	
	
	
	Feeder Dimensions

	Belt Width Required
	     

 FORMTEXT 
             mm
	Length CL to CL
	5700        mm

	Wave Edge Belt Required:
	Yes        FORMCHECKBOX 

	No      FORMCHECKBOX 

	Head Room Available
	     

 FORMTEXT 
             mm

	Weighfeeder Options

	Feeder Enclosure Options
	Controller
	Field Mount              FORMCHECKBOX 
  
Panel Mount:            FORMCHECKBOX 
               


	Fully Enclosed                 FORMCHECKBOX 
  
	Open (no covers)             FORMCHECKBOX 
  
	Power Supply

	415 VAC                   FORMCHECKBOX 
  

110/240 VAC            FORMCHECKBOX 
               

	Top Cover Only               FORMCHECKBOX 
  
	Top Cover Only                FORMCHECKBOX 
  
	
	

	Side Covers Only            FORMCHECKBOX 
  
	Top Cover Only                FORMCHECKBOX 
  
	Controller Outputs

	Frame Finish
	Integrator Enclosure
	Pulse (tonnes)           FORMCHECKBOX 
  

Serial:                        FORMCHECKBOX 
 

Comms. Protocol:     FORMCHECKBOX 
 
	I/O (rate):                  FORMCHECKBOX 

RS232:                     FORMCHECKBOX 
 

RS485:                     FORMCHECKBOX 
 

	Painted Mild Steel           FORMCHECKBOX 

	Standard Polyester           FORMCHECKBOX 
 
	
	

	Stainless Steel                FORMCHECKBOX 
  
	Stainless Steel                  FORMCHECKBOX 
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Customer Sign Off:      

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
          Saimo Sign Off:      

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     















Head


Room





CL of Inlet to CL of Outlet





W____





L______








    Sydney










          Brisbane











    Melbourne












Perth
    Unit 5, 2 Holker Street



          6/54 Riverside Place






       Unit 4, 899 Wellington Road
    



Unit 30, 128 Adelaide Terrace
    Newington NSW 2127



          Morningside QLD 4170


              Rowville VIC 3178









Perth WA 6000
    T: +61-2-9737-8698




          T: +61-7-3899-8044






       T: +61-3-9764-4689








T: +61-8-9221-8117
    F: +61-2-9737-8691




          F: +61-7-3899- 8344    





    F: +61-3-9764-4605
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